
401400

B-04 Series

B-04F/04FR

10W/10W
B-04S/04SR

10W/10W

B-04S/04SR

LED chips - 2835

Code

B-04SLED10-192
B-04SRLED10-192

Power

10W

10W

Input Voltage

100V-240V

100V-240V

LED Qty

96+96
96+96

Lumen

1100

1100

Beam Angle

120˚

120˚

Packing Size

310*310*400

310*310*400

Pcs/Box

4

4

LED chips - 2835

Code

B-04FLED10-120
B-04FRLED10-120

Power

10W

10W

Input Voltage

100V-240V

100V-240V

LED Qty

60+60
60+60

Lumen

1100

1100

Beam Angle

120˚

120˚

Packing Size

310*310*400

310*310*400

Pcs/Box

4

4

B-04F/04FR

技术参数  Technology data

简述  Description

铝压铸灯具底座及散热组件

超白磨砂扩散PC透明罩，具有高视觉舒适性

防紫外线聚氨酯塑粉喷涂表面

无生物蓝光危害风险，符号EN62471：2008 标准

灯具具有双色温切换功能

其他功能选项：

微波感应功能／应急功能／双色温切换功能

Aluminum die casting base and heatsink.

Super white frosed PC difusser. with high visual comfort light 

distribution.

Surface anti-ultravilet pure polyester powder painting.

No photo-biological risk, in accordance with EN 62471:2008.

The luminaire has double colour temperature switch options.

Other Options:

Microwave options / Emergency options / Colour temperature options

IP65 IK08 DALI
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